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Capacitive Proximity Sensors  
Reliable Detection of 
Non-Metallic Objects

If inductive sensors cannot be used with liquids, granulates, or wood, capacitive 
proximity sensors are the perfect solution. In particular, special versions such as 
rugged sensors in stainless steel or chemically resistant housing materials guarantee 
outstanding reliability and service life.

Typical Applications

	� Fill level querying for liquids and solidse.g., in the 
agricultural or wood-processing industry
	� Detection of materials in plastic containers
	� Process engineering for the chemical and pharmaceutical 
industries
	� Medical and rehabilitation technology
	� Woodworking machines
	� Glass and plastic handling

Your Benefits at a Glance

	� Reliability and process safety for your application thanks to  
the highest quality standards in sensor production
	� The perfect solution for detecting non-metallic objects
	� Highest levels of robustness and durability even in harsh 
industrial environments
	� Application-specific advice at the highest technical level
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Technical Features

	� Sensors for all supply voltages (DC, AC, universal current) 
and output signals (e.g. two, three, and four-wire,  
AS-Interface and NAMUR)
	� Complete range of cable and connector types
	� Variety of special approvals, including for 
explosion protection
	� Especially robust sensors with stainless steel housing and 
chemically resistant housing materials available
	� Sensing ranges from 1 mm to 50 mm available
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12 mm Series

D L

Cylindrical capacitive proximity sensors

Standard Technical Data

Switching function Normally-open (NO)

Voltage type DC

Housing diameter D 12 mm

CSA ■

UL ■

For detailed data and description, see the datasheet. Further products can be found online at  
www.pepperl-fuchs.com.

Model number Type of 
installa-
tion

Detec-
tion 
range 
[mm]

Output 
type

Output 
type

Switching 
frequency 
[Hz]

UB 
(min)

UB 
(max)

Connection type Cable 
length [mm]

Cable 
material

Length L

AT
EX

FM

CBB4-12GH60-E0-V1 Flush 4 3-wire NPN 50 10 36 M12 connector plug 60

CBB4-12GH60-E2-V1 Flush 4 3-wire PNP 50 10 36 M12 connector plug 60

CBB4-12GH70-E0 Flush 4 3-wire NPN 50 10 36 Fixed cable 2000 PUR 70

CBB4-12GH70-E2 Flush 4 3-wire PNP 50 10 36 Fixed cable 2000 PUR 70

CBN8-12GH60-E2-V1 Non-flush 8 3-wire PNP 50 10 36 M12 connector plug 61.2

CJ1-12GK-N Non-flush 1 2-wire NAMUR 1 8.2 8.2 Fixed cable 2000 PVC 60 ■ ■

CJ1-12GK-N-5M Non-flush 1 2-wire NAMUR 1 8.2 8.2 Fixed cable 5000 PVC 60 ■ ■

CJ4-12GK-N Non-flush 4 2-wire NAMUR 1 8.2 8.2 Fixed cable 2000 PVC 60 ■ ■

CJ4-12GK-N-10M Non-flush 4 2-wire NAMUR 1 8.2 8.2 Fixed cable 10000 PVC 60 ■ ■

CJ4-12GK-N-5M Non-flush 4 2-wire NAMUR 1 8.2 8.2 Fixed cable 5000 PVC 60 ■ ■

Accessories

BF 12 Mounting adapter, 12 mm
V1-G-2M-PUR Single-ended female cordset, M12, 4-pin, PUR cable
V1-W-2M-PUR Single-ended female cordset, M12, 4-pin, PUR cable

http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=210622&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=210621&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=210619&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=210620&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=210625&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=106257&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=106259&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=106262&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=106264&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=106263&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=000049&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=109434&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=109437&LanId=ENG
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18 mm Series

D L

Cylindrical capacitive proximity sensors

Standard Technical Data

Switching function Normally-open (NO)

Voltage type DC

Housing diameter D 18 mm

UL ■

For detailed data and description, see the datasheet. Further products can be found online at  
www.pepperl-fuchs.com.

Model number Type of 
installa-
tion

Detec-
tion 
range 
[mm]

Output 
type

Output 
type

Switch-
ing 
frequen-
cy [Hz] U

B 
(m

in
)

U
B 

(m
ax

) Connection type Cable 
length 
[mm]

Cable 
mate-
rial

Ambient 
tem-
perature 
(max) Le

ng
th

 L

AT
EX

C
SA

FM

CBB8-18GK75-E2-V1 Flush 8 3-wire PNP 100 10 30 M12 connector plug 85 88

CBB8-18GS75-E0 Flush 8 3-wire NPN 100 10 30 Fixed cable 2000 PUR 85 75

CBB8-18GS75-E2 Flush 8 3-wire PNP 100 10 30 Fixed cable 2000 PUR 85 75

CBB8-18GS75-E2-V1 Flush 8 3-wire PNP 100 10 30 M12 connector plug 85 88

CBN15-18GK75-E2-V1 Non-flush 15 3-wire PNP 100 10 30 M12 connector plug 85 88

CBN15-18GS75-E2 Non-flush 15 3-wire PNP 100 10 30 Fixed cable 2000 PUR 85 75

CBN15-18GS75-E2-V1 Non-flush 15 3-wire PNP 100 10 30 M12 connector plug 85 88

CJ2-18GK-N Non-flush 2 2-wire NAMUR 1 8.2 8.2 Fixed cable 2000 PVC 70 80 ■ ■ ■

CJ6-18GK-N Non-flush 6 2-wire NAMUR 1 8.2 8.2 Fixed cable 2000 PVC 70 80 ■ ■ ■

Accessories

BF 18 Mounting adapter, 18 mm
EXG-18 Quick-mounting bracket with fixed stop
V1-G-2M-PUR Single-ended female cordset, M12, 4-pin, PUR cable
V1-W-2M-PUR Single-ended female cordset, M12, 4-pin, PUR cable

http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=237039&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=241168&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=237036&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=237038&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=237043&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=237040&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=237042&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=106261&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=106267&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=000050&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=904106&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=109434&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=109437&LanId=ENG
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30 mm Series

D L

Cylindrical capacitive proximity sensors

Standard Technical Data

Housing diameter D 30 mm

For detailed data and description, see the datasheet. Further products can be found online at  
www.pepperl-fuchs.com.

Model number Type of 
installa-
tion

Detec-
tion 
range 
[mm]

Output 
type

Output 
type

Switching func-
tion

Volt-
age 
type

Sw
itc

hi
ng

 
fre

qu
en

cy
 

[H
z]

U
B 

(m
in

)

U
B 

(m
ax

) Connection 
type

Ambient 
tem-
perature 
(min) Le

ng
th

 L

C
C

C
AT

EX
U

L

CBB10-30GKK-A2 Flush 10 4-wire PNP Complementary DC 100 10 30 Terminal compart-
ment

-25 115 ■

CBB10-30GKK-W Flush 10 2-wire 2-wire Normally open/close 
selectable

AC 50 20 250 Terminal compart-
ment

-25 115

CBN15-30GK60-A0 Non-flush 15 4-wire NPN Complementary DC 10 10 30 Fixed cable -25 60 ■

CBN15-30GK60-A2 Non-flush 15 4-wire PNP Complementary DC 10 10 30 Fixed cable -25 60 ■

CBN15-30GK60-E0 Non-flush 15 3-wire NPN Normally-open (NO) DC 10 10 30 Fixed cable -25 60 ■

CBN15-30GK60-E2 Non-flush 15 3-wire PNP Normally-open (NO) DC 10 10 30 Fixed cable -25 60 ■

CBN15-30GK60-E2-5M Non-flush 15 3-wire PNP Normally-open (NO) DC 10 10 30 Fixed cable -25 60 ■

CCB10-30GS55-N1 Flush 10 2-wire NAMUR Normally-open (NO) DC 50 8.2 8.2 Fixed cable -20 80 ■ ■

CCB10-30GS55-N1-V1 Flush 10 2-wire NAMUR Normally-open (NO) DC 50 8.2 8.2 M12 connector plug -20 80 ■ ■

CCN15-30GS60-A0 Non-flush 15 4-wire NPN Complementary DC 10 10 60 Fixed cable -25 60 ■ ■

CCN15-30GS60-A2 Non-flush 15 4-wire PNP Complementary DC 10 10 60 Fixed cable -25 60 ■ ■

CCN15-30GS60-A2-V1 Non-flush 15 4-wire PNP Complementary DC 10 10 60 M12 connector plug -25 60 ■ ■

CCN15-30GS60-E0 Non-flush 15 3-wire NPN Normally-open (NO) DC 10 10 60 Fixed cable -25 60 ■ ■

CCN15-30GS60-E2 Non-flush 15 3-wire PNP Normally-open (NO) DC 10 10 60 Fixed cable -25 60 ■ ■

CCN15-30GS60-E2-V1 Non-flush 15 3-wire PNP Normally-open (NO) DC 10 10 60 M12 connector plug -25 60 ■ ■

CJ10-30GK-WO Non-flush 10 2-wire 2-wire Normally-closed (NC) AC 10 20 253 Fixed cable -25 80 ■ ■

CJ10-30GK-WS Non-flush 10 2-wire 2-wire Normally-open (NO) AC 10 20 253 Fixed cable -25 80 ■ ■

CJ10-30GM-WO Non-flush 10 2-wire 2-wire Normally-closed (NC) AC 10 20 253 Fixed cable -25 80 ■ ■

CJ10-30GM-WS Non-flush 10 2-wire 2-wire Normally-open (NO) AC 10 20 253 Fixed cable -25 80 ■ ■

Accessories

BF 30 Mounting adapter, 30 mm
V1-G-2M-PUR Single-ended female cordset, M12, 4-pin, PUR cable
V1-G-N4-5M-PUR Single-ended female cordset, M12, 4-pin, NAMUR, 

PUR cable
V1-G-N4-5M-PVC Single-ended female cordset, M12, 4-pin, NAMUR, 

PVC cable
V1-W-2M-PUR Single-ended female cordset, M12, 4-pin, PUR cable
V1-W-N4-2M-PVC Single-ended female cordset, M12, 4-pin, NAMUR, 

PVC cable
V1-W-N4-5M-PUR Single-ended female cordset, M12, 4-pin, NAMUR, 

PUR cable
V1-W-N4-5M-PVC Single-ended female cordset, M12, 4-pin, NAMUR, 

PVC cable

http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=234026&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=234027&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=189952&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=189953&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=189950&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=189951&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=272339&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=245596&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=245597&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=189955&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=189956&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=189958&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=189959&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=189960&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=189963&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=020052&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=020051&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=037646&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=037645&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=000051&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=109434&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=114850&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=043047&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=109437&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=109176&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=130384&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=043046&LanId=ENG
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F104 Series

H

W
L

Cubic-Style capacitive proximity sensors

Standard Technical Data

Type of installation Non-flush

Detection range 5 mm

Output type 3-wire

Output type PNP

Switching function Normally-open (NO)

Voltage type DC

Switching frequency 100 Hz

Operating voltage (min) 10 V

Operating voltage (max) 30 V

Housing length L 32 mm

Housing width W 20 mm

Housing height H 8 mm

UL ■

For detailed data and description, see the datasheet. Further products can be found online at  
www.pepperl-fuchs.com.

Model number Connection type Cable length [mm] Cable material

CBN5-F104M-E2 Fixed cable 2000 PUR

CBN5-F104M-E2-V3R 8 mm connector plug

Accessories

V3-WR-2M-PUR Single-ended female cordset, M8 snap-locking, 3-pin, PUR 
cable

http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=234028&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=234029&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=226957&LanId=ENG


126 

F46/F46A Series

L

W

H

Cubic-Style capacitive proximity sensors

Standard Technical Data

Type of installation Non-flush

Output type 3-wire

Voltage type DC

Operating voltage (max) 30 V

Connection type Fixed cable

Housing width W 50 mm

For detailed data and description, see the datasheet. Further products can be found online at  
www.pepperl-fuchs.com.

Model number Detec-
tion 
range 
[mm]

Output type Switching func-
tion

Switch-
ing fre-
quency 
[Hz] U

B 
(m

in
) Cable 

length 
[mm]

Cable 
material

Ambient 
tempera-
ture (min)

Ambient 
tempera-
ture (max)

Length 
L

Height 
H

C
SA

U
L

CBN10-F46-E0 10 NPN Normally-open (NO) 5 10 2000 PVC -25 70 25 5 ■ ■

CBN10-F46-E2 10 PNP Normally-open (NO) 5 10 2000 PVC -25 70 25 5 ■ ■

CBN10-F46-E2-10M 10 PNP Normally-open (NO) 5 10 10000 PVC -25 70 25 5 ■ ■

CBN10-F46-E3 10 PNP Normally-closed (NC) 5 10 2000 PVC -25 70 25 5 ■ ■

CBN10-F46C-EI 7 Digital current 
output

5 9 2000 PUR -40 85 30.4 10.5

CBN2-F46-E0 2 NPN Normally-open (NO) 10 10 2000 PVC -25 70 25 5 ■ ■

CBN2-F46-E1 2 NPN Normally-closed (NC) 10 10 2000 PVC -25 70 25 5 ■ ■

CBN2-F46-E2 2 PNP Normally-open (NO) 10 10 2000 PVC -25 70 25 5 ■ ■

CBN2-F46-E3 2 PNP Normally-closed (NC) 10 10 2000 PVC -25 70 20 5 ■ ■

CBN5-F46-E0 5 NPN Normally-open (NO) 10 10 2000 PVC -25 70 25 5 ■ ■

CBN5-F46-E1 5 NPN Normally-closed (NC) 10 10 2000 PVC -25 70 25 5 ■ ■

CBN5-F46-E2 5 PNP Normally-open (NO) 10 10 2000 PVC -25 70 25 5 ■ ■

CBN5-F46-E3 5 PNP Normally-closed (NC) 10 10 2000 PVC -25 70 25 5 ■ ■

CCN5-F46A-E0 5 NPN Normally-open (NO) 10 10 2000 FEP -25 70 30.4 10.5 ■ ■

CCN5-F46A-E1 5 NPN Normally-closed (NC) 10 10 2000 FEP -25 70 30.4 10.5 ■ ■

CCN5-F46A-E2 5 PNP Normally-open (NO) 10 10 2000 FEP -25 70 30.4 10.5 ■ ■

CCN5-F46A-E3 5 PNP Normally-closed (NC) 10 10 2000 FEP -25 70 30.4 10.5 ■ ■

http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=051977&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=051979&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=181875&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=051980&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=279217&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=051968&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=051969&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=051970&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=051971&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=051972&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=050537&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=051974&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=051976&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=098168&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=103535&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=096566&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=103537&LanId=ENG
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F64 Series

L

W

H

Cubic-Style capacitive proximity sensors

Standard Technical Data

Special features Magnetic field resistant

Type of installation Non-flush

Detection range 15 mm

Output type PNP

Voltage type DC

Switching frequency 100 Hz

Operating voltage (min) 10 V

Operating voltage (max) 30 V

Connection type Fixed cable

Cable Length 2000 mm

Cable material PUR

Housing length L 40 mm

Housing width W 25 mm

Housing height H 12 mm

UL ■

For detailed data and description, see the datasheet. Further products can be found online at  
www.pepperl-fuchs.com.

Model number Output type Switching function

CBN15-F64-A2 4-wire Complementary

CBN15-F64-E2 3-wire Normally-open (NO)

Accessories

MH-F64 Mounting base

http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=263265&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=310470&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=263400&LanId=ENG
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FP Series

W

L

H

Cubic-Style capacitive proximity sensors

Standard Technical Data

Type of installation Non-flush

Detection range 40 mm

Output type 4-wire

Switching function Complementary

Voltage type DC

Switching frequency 10 Hz

Operating voltage (min) 10 V

Operating voltage (max) 60 V

Connection type Terminal compartment

Housing length L 40 mm

Housing width W 80 mm

Housing height H 80 mm

UL ■

For detailed data and description, see the datasheet. Further products can be found online at www.
pepperl-fuchs.com.

Model number Output type

CJ40-FP-A0-P1 NPN

CJ40-FP-A2-P1 PNP

http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=048996&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=046476&LanId=ENG


 129

VariKont Series

L

H

W

Cubic-Style capacitive proximity sensors

Standard Technical Data

Type of installation Flush

Detection range 15 mm

Output type 4-wire

Output type PNP

Switching function Complementary

Voltage type DC

Switching frequency 10 Hz

Operating voltage (min) 10 V

Operating voltage (max) 30 V

Connection type Terminal compartment

Housing length L 118 mm

Housing width W 40 mm

Housing height H 40 mm

CSA ■

UL ■

For detailed data and description, see the datasheet. Further products can be found online at www.
pepperl-fuchs.com.

Model number

CJ15+U1+A2
CJ15+U4+A2

Accessories

MHW 01 Modular mounting bracket

http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=001604&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=015226&LanId=ENG
http://www.pepperl-fuchs.com/cgi-bin/db/doci.pl?ShowProductDocByPartNo=095505&LanId=ENG

